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State-By-State Warnings

Certain states require by law that their own specified warning notices
in larger-than-normal type be conspicuously included by the
manufacturer, distributor or retailer with firearms sold in that state.
Sturm, Ruger & Co., Inc. sells its products in compliance with
applicable laws and regulations. Because our products may be sold in
these states, we include the following:

California:

A WARNING

“Firearms must be handled responsibly and securely stored to prevent
access by children and other unauthorized users. California has strict
laws pertaining to firearms, and you may be fined or imprisoned if you
fail to comply with them. Visit the Web site of the California Attorney
General at https://oag.ca.gov/firearms for information on firearm laws
applicable to you and how you can comply.

Prevent child access by always keeping guns locked away and unloaded
when not in use. If you keep a loaded firearm where a child obtains and
improperly uses it, you may be fined or sent to prison.

If you or someone you know is contemplating suicide, please call the
national suicide prevention lifeline at 1-800-273-TALK (8255).”

A ADVERTENCIA

“Las armas de fuego deben manipularse de manera responsable y segura
para evitar el acceso de nifios y otros usuarios no autorizados. California
tiene leyes estrictas relacionadas con armas de fuego, y usted puede ser
multado o encarcelado si no las cumple. Visite el sitio web del
Procurador General de California en https://oag.ca.gov/firearms para
obtener informacién sobre las leyes de armas de fuego que le son
aplicables y como puede cumplirlas.

A los nifos los atraen las armas de fuego y las pueden hacer funcionar.
Ellos pueden causarses lesions graves y la muerte. Evite que los nifios
tengan accesso a las armas de fuego guardandolas siempre con llave y
descargadas cuando no las esté utilizando. Si usted tiene un arma de
fuego cargada en un lugar en que un nifio tiene acceso a ella y la usa
indebidamente, le pueden dar una multa o enviarlo a la carcel.

Si usted o alguien que conoce esta pensando en suicidarse, llame a la
linea nacional de prevencién del suicidio al 1-800-273-TALK (8255).”
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Connecticut:

“UNLAWFUL STORAGE OF A LOADED FIREARM MAY
RESULT IN IMPRISONMENT OR FINE.”

Florida:

“IT IS UNLAWFUL, AND PUNISHABLE BY
IMPRISONMENT AND FINE, FOR ANY ADULT TO
STORE OR LEAVE A FIREARM IN ANY PLACE WITHIN
THE REACH OR EASY ACCESS OF A MINOR UNDER 18
YEARS OF AGE OR TO KNOWINGLY SELL OR
OTHERWISE TRANSFER OWNERSHIP OR POSSESSION
OF A FIREARM TO A MINOR OR A PERSON OF
UNSOUND MIND.”

Maine:

“ENDANGERING THE WELFARE OF A CHILD IS A
CRIME. IF YOU LEAVE A FIREARM AND AMMUNITION
WITHIN EASY ACCESS OF A CHILD, YOU MAY BE
SUBJECT TO FINE, IMPRISONMENT OR BOTH. KEEP
FIREARMS AND AMMUNITION SEPARATE. KEEP
FIREARMS AND AMMUNITION LOCKED UP. USE
TRIGGER LOCKS.”

Maryland:

“WARNING: Children can operate firearms which may cause
death or serious injury. It is a crime to store or leave a loaded
firearm in any location where an individual knew or should
have known that an unsupervised minor would gain access to
the firearm. Store your firearm responsibly!”



Massachusetts:

“IT IS UNLAWFUL TO STORE OR KEEP A FIREARM,
RIFLE, SHOTGUN OR MACHINE GUN IN ANY PLACE
UNLESS THAT WEAPON IS EQUIPPED WITH A
TAMPER-RESISTANT SAFETY DEVICE OR IS STORED
OR KEPT IN A SECURELY LOCKED CONTAINER.”

New Jersey:

“IT IS A CRIMINAL OFFENSE TO LEAVE A LOADED
FIREARM WITHIN EASY ACCESS OF A MINOR.”

New York:

“THE USE OF A LOCKING DEVICE OR SAFETY LOCK
IS ONLY ONE ASPECT OF RESPONSIBLE FIREARM
STORAGE. FOR INCREASED SAFETY, FIREARMS
SHOULD BE STORED UNLOADED AND LOCKED IN A
LOCATION THAT IS BOTH SEPARATE FROM THEIR
AMMUNITION AND INACCESSIBLE TO CHILDREN
AND UNAUTHORIZED PERSONS.”

North Carolina:

“IT IS UNLAWFUL TO STORE OR LEAVE A FIREARM
THAT CAN BE DISCHARGED IN A MANNER THAT A
REASONABLE PERSON SHOULD KNOW IS
ACCESSIBLE TO A MINOR.”




Texas:

“IT IS UNLAWFUL TO STORE, TRANSPORT, OR
ABANDON AN UNSECURED FIREARM IN A PLACE
WHERE CHILDREN ARE LIKELY TO BE AND CAN
OBTAIN ACCESS TO THE FIREARM.”

Wisconsin:

“IF YOU LEAVE A LOADED FIREARM WITHIN THE
REACH OR EASY ACCESS OF A CHILD YOU MAY BE
FINED OR IMPRISONED OR BOTH IF THE CHILD
IMPROPERLY DISCHARGES, POSSESSES, OR EXHIBITS
THE FIREARM.”
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Please check with your licensed retailer or state police for
additional warnings which may be required by local law or
regulation. Such regulations change constantly, and local
authorities are in the best position to advise you on such legal
matters.



FIREARMS SAFETY IS YOUR RESPONSIBILITY

SAFETY MUST BE THE FIRST AND CONSTANT
CONSIDERATION OF EVERY PERSON WHO HANDLES
FIREARMS AND AMMUNITION.

This instruction manual is designed to assist you in learning how to use
and care for your RUGER® 10/22®rifles properly. Please contact us if
you have any questions.

Only when you are certain you fully understand the manual and can
properly carry out its instructions should you practice loading, unloading,
etc. with live ammunition. If you have any doubts about your ability to
handle or use a particular type of firearm safely, you should seek
supervised instruction. Such personalized instruction often is available
from local firearm retailers, gun clubs or police departments. If none of
these sources can help visit nra.org or write to the following address:

National Rifle Association
11250 Waples Mill Road
Fairfax, VA 22030-7400

The person possessing a firearm has a full-time job. You cannot guess; You
cannot forget; You must know how to use your firearm safely. Do not use
any firearm without having a complete understanding of its particular
characteristics and safe use. Remember: There is no such thing as a
foolproof firearm.
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All models have the same basic operation mechanism and include the following
features with which the firearm user should be thoroughly familiar.

Please Note: Some 10/22® RIFLES do not have a barrel band.

NOMENCLATURE

(10/22® CARBINE MODEL SHOWN)

Receiver Bolt Rear Sight Front Sight

Trigger Guard  Barrel Band
Stock (housing)

Safety Cocking Handle

Trigger (shown “on”) /

Magazine

Take-Down

Bolt Lock .
Magazine Release Screw

Figure 1. In these illustrations the frequently used operating components are identified.
Note that the safety is protruding fully from the right side of the trigger guard and is
therefore in its “on” (safe) position.



LOCKING DEVICE
INSTALLATION INSTRUCTIONS

m A\ WARNING - USE OF LOCKING DEVICES m

» Always keep your firearm pointed in a safe direction,
including when you are installing or removing your
locking device.

Always verify that your firearm is completely unloaded
before installing your locking device.

Do not install locking devices in the trigger guard;
always keep your fingers and locking device outside the
trigger guard during device installation and removal.

Store firearms, ammunition and keys separately and
securely, away from children and careless adults; do not
store your firearm with the keys in the locking device.

Do not attempt to work the action of your firearm with
the locking device in place; this may damage your
firearm.

While locking devices are an important aid to security

measures, they are not a substitute for safe firearm

handling and proper storage. Remember that any

Do not store keys mechanical device can be bypassed with enough time,
in lock. knowledge, determination and equipment.

LOCKING DEVICES MUST BE USED
SAFELY AND RESPONSIBLY

It is important to use the locking device on your Ruger® firearm when
the firearm is stored or immediate use is not planned.

Keep the muzzle pointed in a safe direction and your fingers outside the
trigger guard at all times!

To Install the Factory-Supplied Locking Device:
1. Remove the magazine.

2. Be sure the firearm and its magazine are completely unloaded and
contain no cartridges or cartridge cases!
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. To lock: With the key turned to

Open the action completely. Use the bolt lock to keep the action open
during installation of the locking device.

Insert the free end of the cable into the ejection port as shown in
Figure 2.

Pull the cable through the
magazine well as shown in
Figure 2.

Insert the free end of the cable
into the lock. (See Figure 3.)

the farthest clockwise position, 3

insert the loose end of the cable ; 1
into the lock. Turn the key §

counterclockwise and remove it
from the lock.

Once the lock is securely Figure 3
closed, pull firmly on the lock
to test the connection and be
sure it is locked. Do not leave
or store your firearm with the
key in the lock! Store your
locked unloaded firearm and
the key in secure, separate
locations, away from
ammunition, children, and
unauthorized adults.

Correct installation of the lock
on a Ruger® 10/22° rifle.
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To Install the Factory-Supplied Locking Device on the Ruger®
10/22 Takedown® Rifles:

It is important to use the locking device on your Ruger® firearm when
the firearm is stored or immediate use is not planned.

Keep the muzzle pointed in a safe direction and your fingers outside the
trigger guard at all times!

1.

Remove the magazine. Be sure the firearm and its magazine are
completely unloaded and contain no cartridges or cartridge cases!

Open the action completely. Use the bolt lock to keep the action open
during installation of the locking device.

Insert the cable directly into your rifle as shown in Figure 4.

To lock: With the key turned to the farthest clockwise position, insert
the loose end of the cable into the lock. Turn the key
counterclockwise and remove the key.

Once the lock is securely closed, pull firmly on the lock to test the
connection and be sure it is locked. Do not leave or store your
firearm with the key in the lock! Store your locked unloaded firearm
and the key in secure, separate locations, away from ammunition,
children, and unauthorized adults.

Figure 4

Correct installation of the lock on a Ruger® 10/22 Takedown® rifle.
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FIREARMS ARE DANGEROUS WEAPONS.

READ THE INSTRUCTIONS AND WARNINGS IN THIS
MANUAL THOROUGHLY AND CAREFULLY BEFORE USE.

A WARNING - ALTERATIONS

This product was designed to function
properly in its original condition.
Alterations can make it unsafe. Do not
alter any part or add or substitute parts or
accessories not made or sold by Sturm,
Ruger & Co., Inc.

DO NOT ALTER ANY FIREARM

GENERAL INFORMATION
AND MECHANICAL CHARACTERISTICS

The RUGER® 10/22° rifles are autoloading, recoil operated rifles.

Retracting the cocking handle cocks the internal hammer and compresses the
recoil spring. When the bolt is manually released, it moves forward (driven by
the recoil spring), strips a cartridge from the magazine, if a loaded magazine is
in place, and chambers the cartridge. The bolt is held against the chambered
cartridge by the recoil spring.

When the trigger is pulled, the hammer is released and strikes the firing pin. The
firing pin indents the cartridge case rim and ignites the priming compound
inside the rim. This ignites the powder in the cartridge case and a great volume
of gas is instantly generated, which acts on the interior of the cartridge case in
all directions.

Because the bullet offers the least resistance, it moves out of the cartridge case
and exits the muzzle. The bolt then moves rearward automatically, extracting
and ejecting the fired cartridge case, and at the same time cocking the hammer
and compressing the recoil spring, etc., as described above. Once the trigger is
released, the rifle is ready to fire again.

Each time the trigger is pulled and released, the same cycle is repeated until
there are no more cartridges in the magazine or in the chamber.

The rifle will fire if there is a cartridge in the chamber and the trigger is pulled,
whether or not there is a magazine in place! Removing the magazine does not
unload the rifle. Never assume the rifle is unloaded. Visually inspect the chamber
and the magazine each time the rifle is handled to be certain there are no
cartridges in either.
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The 10/22® CARBINE is identified by its curved carbine-style butt plate and
barrel band. The DELUXE SPORTER MODEL has a flat recoil pad, cut
checkered stock, and no barrel band. The TARGET MODEL has a heavyweight,
hammer forged barrel, laminated target style stock, and a special target trigger
(see p. 20). The ALL-WEATHER® MODEL has a carbine style stock with barrel
band and is checkered on the forearm, pistol grip and butt plate. The black
composite stock is made of a thermoplastic polyester resin, reinforced with
fiberglass for strength, durability, and resistance to the elements. These models
use a ten-shot rotary magazine chambered for the 22 Long Rifle cartridge

The 10/22® RIFLE features a slimmer, hardwood stock, longer barrel, flat rifle
butt plate, ramp front sight, and no barrel band. It uses the same ten-shot rotary
magazine, chambered for the 22 Long Rifle cartridge, as the 10/22® Carbine
models.

The 10/22® COMPACT RIFLE features a shorter barrel, shorter rifle-style,
hardwood stock and forend, flat buttplate, and fiber optic front and rear sights.
Chambered for the 22 Long Rifle Rimfire cartridge, the Compact Rifle uses the
same ten-shot rotary magazine as the 10/22® Carbine.

The 10/22® TACTICAL RIFLE features a Mini-14®-style flash suppressor. This
threaded barrel version allows owners to attach an assortment of muzzle
accessories. It also features a black synthetic stock, and a precision-rifled, cold
hammer-forged 16-1/8” alloy steel barrel with black matte finish. This model
uses the same ten-shot rotary magazine as the 10/22® Carbine.

The RUGER® 10/22 TAKEDOWN® RIFLE features an easy takedown for
quick separation of the barrel from the action for ease of transportation and
storage. Simple reassembly allows for a secure connection of the barrel and
action and returns the firearm to zero, even when receiver mounted optics are
used, ensuring consistent accuracy. See page 17 for “Barrel Assembly
Instructions.” This model uses the same ten-shot rotary magazine as the 10/22®
Carbine.
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OPERATION OF SAFETY

The RUGER® 10/22®rifles and carbines have a cross-button safety which is
located in the forward portion of the trigger guard (See Figure 1, p. 9.) The safety
can be operated only when the hammer is cocked.

The safety is “on” when it protrudes fully from the right side (the cocking handle
side) of the trigger guard assembly, as shown in Figure 1. In this position the
sear is blocked, and the firearm cannot be fired from a normal pull on the
trigger.

The safety should always be in the “on” (safe) position except when the shooter is
actually firing the firearm. The safety should be moved to the “on” position
whenever the shooter ceases firing, even temporarily.

The safety is “off” (fire) when it protrudes from the left side of the trigger guard
assembly, as shown in Figure 5. When the safety is off, the red band shows on the
safety button. Do not totally rely on the appearance of the red band to indicate
that the safety is off. In poor light or if dirt is present, the red band may not be
visible. If the safety is “off” and the trigger is pulled, the rifle will fire.

SAFETY IN “OFF” (FIRE) POSITION

Figure 5. The underside of the trigger guard section of the rifle. In this illustration the
safety is shown in the “off” (fire) position. The position of the safety and red band indicate
the safety is “off.” It should be in this position only when you are actually firing at a target.

The safety is held in its “on” or “off” position by a plunger that is under spring
tension. When the safety is moved to either the “on” or “off” position, a distinct
“click” should be heard. Frequently check the position of the safety to be certain
the safety has not been inadvertently moved. If the safety seems to move too
easily, or if the click is not heard when the safety is moved, stop using the rifle
and return it to the Newport Customer Service Department for repair (see p. 37).
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A\ WARNING ~MANUAL SAFETY

Keep the safety on unless actually firing.
Always move the safety fully to its intended
position and check it. The safety is not “ON”
SAFETY IN“ON" (SAFE) POSITION unless it is completely “ON”. Never depend on

m a safety mechanism or any other mechanical

; mase device to justify careless handling or
permitting the rifle to point in an unsafe
direction. The only “safe” rifle is one in which
the bolt is open, the chamber is empty, and
there is no magazine in the firearm.

KNOW HOW TO USE THE SAFETY

THE BOLT LOCK

The bolt lock is located in the forward section of the trigger guard (see Figure 1,
p. 9). The bolt lock is the manually operated means of retaining the bolt in the
rearward (open) position. When the bolt is locked open, the rifle is in an
inoperative safe condition for inspection of the chamber, cleaning, etc.

To lock the bolt open: Retract the cocking handle to its extreme rearward
position and, while holding it there, press in on the lower section of the bolt
lock. Release pressure on the cocking handle and it will move forward a fraction
of an inch, and then be locked in its open position.

Press Back to Lock Bolt Open Press Up to Close Bolt

To release the bolt: Retract the cocking handle to its extreme rearward position
and then press in on the upper section of the bolt lock. Release the bolt and it
will move fully forward.

NOTE: Simply retracting the bolt will not disengage the lock. The bolt lock
must be deliberately pressed up while the bolt is held fully to the rear. Only then
will the bolt close when released. This is designed to prevent accidental release of
the bolt from its open position.
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RUGER® 10/22 TAKEDOWN®
BARREL ASSEMBLY INSTRUCTIONS

The RUGER® 10/22 TAKEDOWN rifle has an adjustable lock-up
mechanism. The following directions describe the adjustment necessary to
ensure proper lockup the first time the barrel is installed. After the first
adjustment, the barrel may be installed by following steps 1 and 3 only, and the
barrel may be removed by following steps 1 and 5 only.

1. Remove the magazine, lock the bolt open (see page 16), and verify the rifle is
unloaded by visually inspecting the chamber.

2. Loosen the adjustment knob by turning it clockwise as far as possible with
finger pressure. (See Figures 6a & 6b.)

Tighten

Figure 6a Figure 6b

INSTALLING THE BARREL ASSEMBLY
3. Install the barrel assembly by:

/i

N

23

Figure 7 @

@ inserting it into the receiver
(see Figure 7), and

@) rotating it clockwise until it

locks into place. (See Figure 8.) - Rotate Barrel

2 Clockwise to
Lock in Place

Figure 8
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4. Tighten the adjustment knob by turning it counterclockwise as far as possible
with finger pressure.

5. To remove the barrel assembly,@j‘; lock the bolt back and @ push the locking
lever towards the muzzle. Next, @rotate the barrel assembly counterclockwise

and Q pull the barrel assembly out of the receiver. (See Figure 9.)

REMOVING THE BARREL ASSEMBLY

(1  Lock Bolt Back

@ Rotate the Barrel Assembly
~ Counterclockwise

2" Push the Locking
" Lever Forward to
Unlock Barrel

@ Remove Barrel =i

Figure 9 " Assembly from Receiver

6. Tighten the adjustment knob by rotating it counterclockwise one or two (1 - 2)
more clicks.

7. Reinstall the barrel assembly. You should feel some resistance when turning
the barrel assembly, but it should not be difficult. If further adjustment is
needed, remove the barrel assembly and “tighten” or “loosen” the adjustment
knob accordingly.

NOTE: Following barrel installation, best fired shot accuracy will be achieved if the
action is dry cycled prior to actually firing ammunition in the rifle: Remove the
magazine from the rifle and be certain the chamber is empty. Keeping the rifle
pointed in a safe direction, pull the cocking handle fully to the rear while holding
the bolt lock up, then release the cocking handle, letting it “slingshot” (freely fly
forward) into the ready-to-fire position. Repeat 2 - 3 times. This will properly “seat”
the barrel assembly.
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AMMUNITION

The RUGER® 10/22® CARBINE and 10/22® RIFLES are chambered for, and
designed to properly function with, only the 22 caliber Long Rifle rimfire cartridge,
standard, high velocity, or hyper-velocity, manufactured to U.S. industry standards.

Do not use 22 short, 22 long, 22 shot, or 22 cartridges loaded with blunt-nosed,
sharp-shouldered, or “explosive” bullets. They will not function reliably and may jam
the mechanism or discharge before being fully chambered. Use only ammunition that
functions correctly in your rifle. See “Warning — Malfunctions,” p. 28.

A\ WARNING - LEAD EXPOSURE

Discharging firearms in poorly
ventilated areas, cleaning firearms, or
handling ammunition may result in
exposure to lead and other substances
known to the State of California to
cause birth defects, reproductive harm,
and other serious physical injury. Have
adequate ventilation at all times. Wash
hands thoroughly after exposure.

SHOOTING OR CLEANING FIREARMS
MAY EXPOSE YOU TO LEAD

A\ WARNING -~AMMUNITION

the correct caliber.

Use only new, factory ammunition of
L
——
~

Death, serious injury, and damage can
result from the wrong ammunition,
bore obstructions, powder overloads or
incorrect cartridge components. 22
cases are very thin and sometimes split
when fired.

Always wear shooting glasses and
hearing protection.

IMPROPER AMMUNITION
DESTROYS FIREARMS

AMMUNITION (CARTRIDGES) NOTICE
WE SPECIFICALLY DISCLAIM RESPONSIBILITY FOR ANY DAMAGE
OR INJURY WHATSOEVER OCCURRING IN CONNECTION WITH, OR
AS A RESULT OF, THE USE IN ANY RUGER FIREARMS OF FAULTY
OR NON-STANDARD OR “REMANUFACTURED” OR HAND-LOADED
(RELOADED) AMMUNITION OR OF CARTRIDGES OTHER THAN THOSE
FOR WHICH THE FIREARM WAS ORIGINALLY CHAMBERED.
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NOTE: The following warning applies to RUGER® 10/22® TARGET and
TACTICAL rifles only:

A WARNING - “STINGER” AMMUNITION

“Stinger” cartridges have a longer case
than 22 LR cartridges loaded to U.S.

Industry specifications. They can stick
in the tighter chambers of target rifles,
including the Ruger® 10/22¢ Target and
\ Tactical rifles, which can result in a
hazardous ruptured case and release of
21k hot powder gasses and brass when fired.
—ry —

)2 LR o DO NOT USE “STINGER”
22 "Stinger AMMUNITION IN 10/22°
TARGET or TACTICAL RIFLES

SPECIAL SAFETY NOTE
10/22° TARGET RIFLE ONLY

The special model you have selected is specifically designed for rapid fire precision
target shooting. As such, it demands that you take extra safety precautions.

The trigger of the Target version of the RUGER® 10/22® has a lighter, target
trigger pull than standard 10/22 rifles and carbines, for more precise placement of
shots. You should practice “dry-firing” an empty rifle (with it pointing in a safe
direction) to learn the “feel” of the trigger before ever loading it with ammunition.

A\ WARNING -TARGET TRIGGER

10/22® Target models have a target trigger
that has been carefully set at the factory to a
minimum safe weight of pull for precision
target shooting. Do not alter any factory
setting! You can create an unsafe condition
and the rifle may fire unexpectedly.

You should be especially careful to keep the
safety on at all times except when actually
firing and keep your finger off the trigger

unless you are squeezing it to fire, in order
to minimize the possibility of accidental
discharge.

DO NOT TAMPER WITH TRIGGER -
KEEP SAFETY ON UNLESS FIRING
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MAGAZINE

The 9-shot 22 WMR magazine (JMX-1) for the Ruger® 10/22® Magnum is longer
than the 10-shot 22 long rifle magazine (BX-1) for Ruger® 10/22% rifles. Do not
attempt to use standard 10/22 magazines in the 10/22® Magnum rifles or load 22
short, long, or long rifle ammunition into the 22 magnum. They will not
function correctly and are unsafe to use in 22 magnum rifles.

Ruger 10/22® Magnum Ruger 10/22® Long Rifle Magazine
Magazine (JMX-1) (BX-1)

Do Not Use in Ruger® 10/22® Magnum

Never attempt to use 22 Long Rifle ammunition in Ruger® 10/22® Magnum rifle
magazines. The cartridges have a smaller case diameter and can split or burst
when fired in the larger magnum chamber, releasing hot powder gasses and
particle fragments out of the action at high speed, possibly resulting in injury to
the shooter or bystanders.

LOADING THE MAGAZINE

Loading
Magazine

To load the magazine, press the rim of the
cartridge against the magazine rotor at the
widest section of the magazine throat until
the cartridge enters far enough to be
pushed to the rear end of the magazine.
Each succeeding cartridge is pressed against
the body of the top cartridge and slid to the
rear of the magazine until a maximum of
ten (10) 22 LR cartridges are in the
magazine.
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TO LOAD AND FIRE (WITH MAGAZINE)

Practice this important aspect of firearm handling (with an unloaded rifle) until you
can perform each of the steps — described below — with skill and confidence. But before
you do anything with the rifle, please first read completely through this manual.

1.

2

Keep the muzzle pointed in a safe direction. (See Rule 2, p. 46.)

. Pull the cocking handle rearward. Engage the bolt lock so that the bolt is held open.

(See p. 16.) Check the chamber to be certain it is empty. Engage the safety. (See
Figure 1, p. 9.)

Figure 10. The safety should be “on” when the magazine is being removed or inserted. Move the
magazine release forward (Figure 10A) and draw the magazine out by grasping it between your
thumb and forefinger and draw it out of the firearm (Figure 10B).

. Remove the magazine by using your index finger to push forward on the magazine

release (Figure 10A) and at the same time grasp the magazine between thumb and
forefinger of the other hand to draw it out of the magazine well. (See Figure 10B.)

. Load the magazine with the appropriate number of cartridges (see “Loading The

Magazine” section, p. 21).

. Insert magazine into the firearm, with bullet end of the cartridges toward the muzzle.

(Magazine cannot be seated if reversed.)

. Load a cartridge into the chamber by fully retracting the cocking handle, releasing the

bolt lock, and then releasing the cocking handle. Don’t touch the trigger. Do not ‘ride’
the cocking handle as it moves forward. Do not apply force to the cocking handle to
chamber a cartridge. If a cartridge does not readily chamber, eject it from the rifle,
lock the bolt open, remove the magazine and see “Warning — Malfunctions”, p. 28.

. The rifle is now fully loaded. If the rifle is not to be fired immediately, the safety should

remain “ON”. (See Figure 1, p. 9.) When the safety is moved to the “off” position, the
rifle will fire each time the trigger is pulled until all the cartridges in the magazine,
and the one in the chamber, have been fired. Firing will automatically reload and
recock the rifle. Note that every time the trigger is pulled, if a cartridge is in the
chamber, the rifle will fire — be careful!

. Immediately following the firing of a shot, and if a subsequent shot is not to be fired at

once, put the safety “ON” while the rifle is still pointing in a safe direction down range.
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The safety should be moved to the “on” position as soon as firing is completed,
and it should be “on” at all times except when the rifle is on target and being
fired.

. The bolt does not remain open after the last shot has been fired, nor does the
bolt automatically lock open when the magazine is empty. When firing is
completed, manually retract the bolt, lock it open, and visually check the
chamber to be sure it is empty. If the bolt is shut, the shooter should always
assume that there is a cartridge in the chamber. Don’t rely on your memory to
know if a firearm or magazine is loaded. Visually inspect the magazine and the
chamber.

A\ WARNING —FIRING

The bolt automatically opens
‘ and shuts quickly while firing.
Keep face and hands away
from it. Hot brass and powder
gas are ejected quickly and
can burn you. The rifle should
be fired from the right
shoulder. Always wear
shooting glasses and hearing
protection.

AN

BOLT OPENS FAST-
HOT BRASS EJECTED

A WARNING -HANDLING

‘// If dropped or struck
with the safety “off”,
the rifle may fire. Keep
chamber empty unless
actually firing! Keep
safety “on” unless
actually firing!

A

e, ———
L | i

e —

SAFETY IN '
“OFF"POSITION

ANY FIREARM
MAY FIRE IF
DROPPED
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TO LOAD AND FIRE (WITHOUT MAGAZINE)

The rifle can be used as a single-shot rifle in the absence of a magazine or for
safety or training purposes. To do so, follow steps 1 through 3, p. 22. Next,
carefully place a single cartridge into the chamber. The chamber can be accessed
either through the magazine well or ejection port. Retract the cocking handle,
release the bolt lock, and then release the cocking handle. The rifle is now
loaded. Follow the additional instructions beginning at Step 7 on p. 22.

A\ WARNING — UNLOADING

So that the rifle can be used as a single
loader, it will fire whether or not a
magazine is in the firearm if a cartridge is
chambered. Removing magazine does not
unload rifle! To unload, first remove
magazine, then pull bolt to rear, eject
r chambered cartridge, and visually inspect
chamber. The safety should always be in
[~ the “on” (safe) position when loading or
unloading the rifle. Keep safety “on”.

AN

FIREARM WILL FIRE
WITH MAGAZINE OUT

TO UNLOAD

(RIFLE MUST BE KEPT POINTED IN A SAFE DIRECTION)
UNLOAD THE RIFLE IMMEDIATELY WHEN YOU ARE FINISHED SHOOTING!

NOTE: This sequence must be followed exactly as spelled out. Failure to do so
can result in the rifle’s chamber becoming unintentionally loaded with a
cartridge!

1. Keep the muzzle pointed in a safe direction at all times and keep fingers
outside the trigger guard. If the rifle is cocked, move the safety to the “on”
position.

2. Remove the magazine. Remember that even though the magazine has been
removed, a cartridge remaining in the chamber can still be fired!

3. Retract the bolt to its open position and lock it there. This should eject any
cartridge in the chamber, but...

4. Always visually double check the chamber to be certain it is empty.

5. The only “safe” rifle is one in which the bolt is open and the chamber and
magazine are empty.
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6. Cartridges can be removed from the magazine by simply pushing them lightly
downward and forward with the thumb, forefinger, or the rubber eraser end of
a pencil against the rim of the top cartridge. Do not use a loaded cartridge as a
‘tool’ to strip cartridges from the magazine.

7. If desired, the bolt can be left in the open position, being held there by the bolt
lock. If it is desired to close the bolt, again look to be certain the chamber is
empty. Put the safety “on”, retract the bolt to its rearmost position, release the
bolt lock and let the bolt snap forward. Keep your fingers out of the receiver!

8. With the muzzle pointed in a safe direction, push the safety to the “off”
position and pull the trigger to decock it. The rifle can be “dry fired” for
practice as long as it is empty and pointed in a safe direction.

9. Push empty (unloaded) magazine into the rifle until the catch locks it in place.

CORRECT UNLOADING SEQUENCE

SAFETY “ON” @

TO EXTRACT AND EJECT
A CHAMBERED CARTRIDGE

When the rifle is fired, the same gas pressure which drives the bullet forward also
acts through the cartridge case to push the bolt to the rear. That action causes
extraction and ejection of the fired cartridge case. But, when the bolt is operated
by hand, there can be a failure to extract the cartridge from the chamber, or a
failure to eject the cartridge clear of the rifle. These failures usually are the result
of the bolt not being pulled rearward vigorously, coupled with an accumulation
of bullet lubricant in the chamber. From the foregoing it is clear that the firearm
user must:
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. Always visually check the chamber after opening the bolt to eject a chambered
cartridge. If the bolt is not vigorously retracted when being operated by hand,
the extracted cartridge can be ‘ejected’ into the magazine area, instead of
outside the rifle.

. Thoroughly clean the chamber and the extractor as often as necessary to
prevent the accumulation of grease and dirt.

. If an empty magazine is in the rifle when the bolt is being hand retracted to
extract a cartridge, the cartridge may drop on top of the magazine. Then when
the bolt goes forward, the cartridge will be chambered again! Always remove
the magazine before clearing the chamber, and visually ensure that no
cartridges remain in the firearm.

A WARNING -BORE OBSTRUCTIONS

Before loading or shooting your Ruger® 10/22°, be
certain the bore is unobstructed. Firing the rifle
with any obstruction in the bore may result in
severe damage to the rifle and serious injury to the
shooter and other persons nearby.

A MISFIRE or unusual report (sound) upon firing is
always a signal to cease firing immediately. After
waiting for one minute, remove the magazine, lock
the bolt open, and ensure that the chamber is
empty. It is not sufficient to only examine the
chamber in these instances. You must be certain the
bore is free from obstructions. In some firearms, it
V will not be possible to easily make a determination
by simply looking. In such cases, you should use a
rod to confirm the bore is free of obstructions.
Failure to detect and correctly remove a bore

obstruction can result in serious injury to the
shooter and bystanders, and damage to the firearms.

DO NOT “SHOOT OuUT”
A BORE OBSTRUCTION

TO CLEAR A MALFUNCTION
(“JAM” OR “MISFIRE")

1. Be certain the muzzle is pointed in a safe direction and the safety is “on.”

2. If the misfire is the result of a cartridge not firing or unusual report (either
louder or quieter than normal), keep the rifle pointed in a safe direction for
30 seconds prior to ejecting the chambered round or retracting the bolt.

. If possible, first remove the magazine. It may be necessary to manually
remove a jammed cartridge which has only partially been stripped from the
magazine. If so, use extreme care. Lock the bolt open with the bolt stop
before attempting to clear the jam. Drawing the bolt fully to the rear may
bring the jammed cartridge along.
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Keep your face away from the ejection port during this operation. When
attempting to clear a jam, use only wood ‘tools’ so that a cartridge will not be
ignited if you strike a primer, and so that the chamber and magazine will not
be damaged. A 3/16” wood dowel rod with a point on one end is useful.

4. Visually check to make sure all cartridges have been removed from the rifle.
Safely dispose of any cartridges involved in a malfunction incident. Do not
use damaged ammunition in any firearm.

5. Using a cleaning rod, inspect the bore and chamber to ensure that they are
not obstructed. Failure to detect and correctly remove a bore obstruction can
result in serious injury!

TO MINIMIZE MALFUNCTIONS
(“JAMS” OR “MISFIRES")

Most malfunctions are caused by improper or damaged magazines, incorrect
ammunition, or poor maintenance.

1.1f it appears that the firearm and magazine are not at fault and that the jam
was caused by the type of cartridge being used, then try another type.

2.1f changing to another type or brand of cartridges does not at once eliminate
malfunctioning, then the following steps should be taken:

a. Make certain the firearm and the magazine are unloaded and that the safety
is “on.” Remember, the magazine should be removed first, then check the
chamber and be certain it and the magazine-well are clear of cartridges.

b. Thoroughly clean the magazine (See “Magazine Inspection and Care,” p. 32)
and bolt mechanism, paying particular attention to removing

accumulated grease. Use a bristle brush and solvent to remove grease and
fouling from the bolt face, the extractor, the chamber, and the feed ramp.

(See the “Care and Cleaning” section of this manual for detailed cleaning
instructions.)

c. Check to see that the magazine rotor spring tension is adequate.

d. Check the magazine throat to be certain they are free of nicks and burrs and
are not deformed.

e. Remove excess oil and solvent from all cleaned components, load the
magazine, and try the firearm again. As always, proceed slowly. Be certain
bystanders are not close and that you are wearing eye and hearing
protection and that your face is a safe distance from the rifle so that any
discharge resulting from a jammed cartridge will not injure anyone.

If the above procedures do not result in a smooth and reliably functioning
firearm, don’t use the firearm. The rifle can be returned directly to our Newport,
New Hampshire Customer Service Department for repair. See the Service and
Parts Policy section (p. 37) of this manual for packing and shipping information.

Another precaution: When using any firearm chambered for rimfire cartridges,
form the habit of examining fired cartridge cases. If they have bulged heads or
frequently show splits on any part of the case, the rifle or pistol should be
returned to the factory for inspection.
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A\ WARNING -MALFUNCTIONS

The 22 Long Rifle rimfire cartridges fire when the
firing pin impacts the relatively soft cartridge case
rim, and also can be “discharged” before it is
chambered if its rim receives a sharp blow. If a
cartridge hangs up, jams, or binds when being
é Wil chambered or when being fed from the magazine
into the chamber, do not attempt to force it into
‘ 9 the chamber by pushing or striking the bolt. Any
jam or feeding problem is a signal to immediately
stop using the firearm until it can be determined
what is wrong. Most failures of a cartridge to feed
or to chamber are caused by a damaged magazine,

improper firearm handling, poor maintenance,
improper or defective ammunition. Whatever the
cause, rimfire cartridge jams can result in the
potentially very dangerous situation of a cartridge
discharging before it is chambered. If this occurs,
the cartridge case will rupture and its fragments
will fly out of the firearm with sufficient force to
cause injury. Always wear shooting glasses and
hearing protectors! Keep face away from chamber!

CRUSHING RIM CAN BURST AMMO

A\ WARNING - DISASSEMBLY

~®

Always unload a firearm
before cleaning, lubrication,
disassembly, or assembly.

T
@

SAFETY “ON"

=y
v
©)

UNLOAD BEFORE
CLEANING
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DISASSEMBLY

BE SURE RIFLE IS UNLOADED!

An on-line video demonstrating the disassembly and reassembly of the 10/22®
rifles can be viewed by going to Ruger.com/TechTips.

1. With the rifle pointing in a safe direction, remove the magazine, open the bolt
and visually make certain there is not a cartridge in the chamber. Then allow
the bolt to close. The rear sight leaf should be down, and the hammer should
be cocked.

2. Loosen the barrel band screw and remove the barrel band. (Does not apply to
non-barrel band models such as the Sporter and Rifle Model.)

3. Use an appropriate size Allen wrench to loosen (don’t remove) the take-down
SCrew.

4. Position the safety so an equal amount of the button is exposed on each side. If
the safety is not in the middle when the barrel-receiver assembly is lifted out
of the stock, the stock will be damaged.

5. Swing the barrel-receiver assembly upward away from the forearm of the
stock. Be careful the two receiver cross pins and bolt stop pin do not fall out.

6. Place the safety in the “ON” position. Remove the trigger guard by simply
drifting out the two receiver pins. It is recommended that the components of
the trigger guard assembly not be disassembled from the trigger guard.

This is the extent of disassembly required for routine inspection, cleaning and
lubrication.

If it is desired to thoroughly clean the inside of the receiver by removing the
bolt, be aware that although removing and installing the bolt (along with the
cocking handle-recoil spring assembly) is simple, it must be done correctly.

7.To remove the bolt:
a. Position the rifle upside down so the bolt is fully accessible.

b. Drift out the bolt stop pin, located at the rear of the receiver.

c. Pull the cocking handle fully to the rear of the receiver with the left hand,
and while it is in that position, using the right hand, lift up the front of
the bolt until it is disengaged from the cocking handle.

d. Remove the cocking handle assembly through the ejection